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MOLDED PATCHCORDS & INTERCONNECTS
MODELS JRR-3 : JRR-3D : JRR-3T : JRR-6 : JRR-6D : JRR-6T : JRR-12D : JRR-12T : J72-S : J72-RGB : J144-S
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MODEL LENGTH NO. OF CABLES

JRR-3 3 Ft. Single

JRR-3D 3 Ft. Dual

JRR-3T* 3 Ft. Triple

JRR-6 6 Ft. Single

JRR-6D 6 Ft. Dual

JRR-6T* 6 Ft. Triple

MODEL LENGTH NO. OF CABLES

JRR-12D 12 Ft. Dual

JRR-12T* 12 Ft. Triple

J72-S (S-VIDEO)* 6 Ft. Single

J72-RGB* 6 Ft. Triple

J144-S (S-VIDEO)* 12 Ft. Single

* = Gold plated

MODEL JRR-3
3’ Single RCA Cable

MODEL JRR-3D
3’ Dual RCA Cable

All Holland pre-molded jumper cables use the highest quality RCA, F, and S-Video connectors covered with a 

flexible rubber strain relief boot.

MODEL JRR-3T
3’ Triple RCA Cable

MODEL JRR-12D
12’ Dual RCA Cable

MODEL JRR-12T
12’ Triple RCA Cable

MODEL JRR-6
6’ Single RCA Cable

MODEL JRR-6D
6’ Dual RCA Cable

MODEL JRR-6T
6’ Triple RCA Cable

MODEL J72-RGB
6’ Component RGB Video Cable

MODEL J72-S
6’ Single S-Video Cable

MODEL J144-S
12’ Single S-Video Cable

Standard patchcords are nickel plated, premium are available with gold plating. Triple Patchcords have two audio and one RG-59 video cable.


