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All professional installers will occasionally have issues with window and door placement, room layout, or even a 

fireplace that could impede a proper home theater install. The REV Series easily solves those issues by allowing 

you to put quality sound in the ceiling.  An angled housing that rotates and an adjustable mid-range tweeter 

bridge provides directionality of sound to the listening area.  Following its debut, the REV Series was awarded 

several design awards, including “Product of the Year” by Electronic House for innovation and value.



Innovation

Ghost style grills
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InnovationREV Series
In-ceiling home theater, LCR

REV6-SUR REV8-LCR.1 REV6-LCR.2

REV8-LCR.1
speaker Type:

Woofer:
Midrange:

Tweeter:
Power:

Impedance:
Freq Response:

Sensitivity:
EQ Adjustments:

Grill:
Finish Dims:

Cutout Dims:

Family:

In-ceiling home theater, LCR
8" carbon fiber
Dual 2" carbon fiber,    swivel 

bridge
1" titanium, swivel
5 - 150 watts
8 ohm
36 - 22k Hz.
93 dB (2.83 volts /1 meter, +3dB)
Tweeter and woofer +3, 0, -3
Ghost Style
12.25" (311 mm) dia, 

6.88"l(175 mm) deep
11" ( 279 mm) dia

REV8-LCR.2
In-ceiling home theater, LCR
8" carbon fiber
---

1" titanium, swivel
5 - 125 watts
8 ohm
39 - 20k Hz.
91 dB (2.83 volts /1 meter, +3dB)
Tweeter and woofer +3, 0, -3
Ghost Style
12.25" (311 mm) dia, 

6.88"l(175 mm) deep
11" ( 279 mm) dia

REV8-SUR
In-ceiling bipole, surround
8" carbon fiber
---

Dual 1" titanium
5 - 150 watts
8 ohm
45 - 20k Hz.
91 dB (2.83 volts /1 meter, +3dB)
Tweeter +3, 0, -3
Ghost Style
12.25" (311 mm) dia, 

6.88"l(175 mm) deep
11" ( 279 mm) dia

REV6-LCR.1
speaker Type:

Woofer:
Midrange:

Tweeter:
Power:

Impedance:
Freq Response:

Sensitivity:
EQ Adjustments:

Grill Type:
Finish Dims:

Cutout Dims:

Family:

In-ceiling home theater, LCR
6.5" woven carbon fiber
Dual 2" woven carbon fiber, 

swivel bridge
.75" titanium, swivel
5 - 125 watts
8 ohms
37 - 22k Hz
91 dB (2.83 volts @ 1 meter)
Tweeter & woofer 0,-3,-6
EZFrame, aluminum
11" (276 mm) dia, 

5.5"l(141mm) deep
9.5" (242 mm) dia

REV6-LCR.2
In-ceiling home theater, LCR
6.5 woven carbon fiber
---

.75" titanium, swivel
5 - 100 watts
8 ohms
39 - 20k Hz
90 dB (2.83 volts @ 1 meter)
Tweeter & woofer 0,-3,-6
EZFrame, aluminum
11" (276 mm) dia, 

5.5"l(141mm) deep
9.5" (242 mm) dia

REV6-LCR.3
In-ceiling home theater, LCR
6.5" polypropylene
---

.75" silk soft dome, swivel
5 - 75 watts
8 ohms
40 - 20k Hz
90 dB (2.83 volts @ 1 meter)
---
Standard aluminum
9.75" (243 mm) dia, 

4.75"l(122 mm) deep
8" (200 mm) dia

REV6-SUR
In-ceiling bipole, surround
6.5" woven carbon fiber
---

Dual .75" titanium, swivel
5 - 125 watts
8 ohms
39 - 20k Hz
90 dB (2.83 volts @ 1 meter)
Tweeter 0,-3,-6
EZFrame, aluminum
11" (276 mm) dia, 

5.5"l(141mm) deep
9.5" (242 mm) dia


