
RG 59/U DBS Cable  95% Copper Braid Part No.:  750XX

      Cross Section Performance
Electrical Characteristics:
Frequency Attenuation

(MHz) (dB/100m)
1 1.15
50 5.71

100 8.20
200 11.61
400 16.73
700 22.15
1000 28.87
1200 31.04
1450 34.78
1800 38.75
2200 42.81
2400 44.98
3000 49.88

Rated Temperature (oC) 75
Product Standard Certification UL
Flammability Test CM
Application
Digital, Analog, CCTV, CATV, Satellite, Broadband
Reference Standard   
NEC Article 800 and 820 Compliance   

RL (dB,5~470MHz) >=20
Center Conductor Solid Bare Copper       (470~860MHz) >=20
AWG 20       (860~2200MHz) >=15
Dia.(mm) 0.82   
    

  
Insulation Gas Injected Foam PE
Nom. Thickness(mm) 1.43 Mechanical Characteristics:
Insulation Dia. (±0.08mm) 3.68 Test Object Jacket
  Test Material PVC
Braid Shield Copper Before Tensile Strength (Mpa) >=1.034
Coverage Area (%) >=95 Aging Elongation (%) >=200
  Aging Condition (oC×hrs) 113.0±1.0 × 168

After Tensile Strength (Mpa) >= 85% unaged
Jacket PVC Aging Elongation (%) >= 50% unaged
Nom. Thickness (mm) 0.70 Cold Bend (-20±2oC×4hrs) No crack
Min. Thickness(mm) 0.60 Jacket impact test(-15oC) No crack
Cable Dia.(±0.15mm) 5.80 Jacket Longitudinal Shrinkage (%) <=5

Center Conductor Bond To dielectric (N) >=2.3
Weight (lbs/1,000ft) 30.0

  

Color 
Jacket Color:
Black,  White
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